
 Specifications ：
Voltage rating：250V AC / DC
Current rating：5A  Max  AC / DC
Withstanding voltage：1000V AC/minute
Temperature range：-40°C~+105°C
Insulation resistance：≥1000MΩ
Contact resistance：≤10mΩ
After environmental testing：≤20mΩ
Suitable SESO  Terminal：3025TM  
Female With SESO  Mate HSG：3025HM

3025  H  F - 2xXX - N0 B B R 01 F

Series No.
Category：H-HSG
Connector  Type：F-Female HSG 
Row No.-Pin No.：2xXX-Double Row 
Material：N0-PA66 94V-0  
Color：B- Black
Packing：B-Bag    
RoHS/HF：R-Rohs
Sequence Number：01
Special code：F-Other Connectors   
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 Specifications :
Voltage rating: 250V AC / DC
Current rating:  5A  Max AC / DC
Withstanding voltage: 1000V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance: ≥1000MΩ
Contact resistance:  ≤10mΩ
After environmental testing:  ≤20mΩ
Suitable SESO  Terminal:3025TF  
Mate With SESO  Female HSG :3025HF

3025  H  M - 2xXX - N0 B B R 01 F

Series No.
Category：H-HSG
Connector  Type：M-Male HSG
Row No.-Pin No.：2xXX-Double Row 
Material：N0-PA66 94V-0  
Color：B- Black
Packing：B-Bag    
RoHS/HF：R-Rohs
Sequence Number：01
Special code ：F-Other Connectors   
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Specifications :
Voltage rating: 250V AC / DC
Current rating: 5A  AC / DC
Withstanding voltage: 1000V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥1000MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤30mΩ
Material(Pin)：Brass / High-conductivity copper
Mates With SESO Housing 3025H
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Series No.
Category：W-wafer 
Connector Type: V-180°
Mouting Type: Blank-DIP
Row No.-Pin No.: 2*XX-Double row
Special No.: 
P-With Post ; DIP=3.30mm(Common Type)
P1-With Post ; DIP=3.90/2.70mm (High-Low Type)
Special No.: Blank-Brass     H-High-conductivity copper
Special No.: K-With Kink     Blank-Without Kink
Material: 9T-PA9T 94V-0 LP-LCP 94V-0LP
Plating Category: 
SN1-Bright Tin 100u" Min; Ni 50u" Min
SW1-Matte Tin 100u" Min; Ni 50u" Min.
V01- Gold Flash ; Ni 50u" Min.
G30-Contact Area Au 30u" Min;Solder Area

Matte Tin 100u"Min; Ni 50u" Min 
Color:Blank- Black Color
Package:W-With Mylar /Tape Reel   T-Tray
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Specifications :
Voltage rating: 250V AC / DC
Current rating: 5A Max AC / DC
Withstanding voltage: 1000V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:  ≥1000MΩ
Contact resistance: ≤10mΩ
After environmental testing: ≤20mΩ
Material(Pin):Brass
Mates With SWB  Housing:3025HM
图纸内带 "    " 为CPK管控尺寸;

3025 W R X- 2*XX X P- XX XX XX C

Series No.
Category:  W-Wafer 
Connector  Type:  R-90°
Mouting Type:  Blank-DIP
Row No.-Pin No Per  Row:  2*XX-2*02P~2*12P
Special No. : Blank-Common PIN  
P-A positioning column;  DIP=3.50mm  
Material：9T-PA9T 94V-0    LP-LCP  94V-0
Plating Code:
SN-Bright Tin 80u" Min. ; Ni 30u" Min.  
SW-Matte Tin 100u" Min. ; Ni 50u" Min.  
G30-Contact Area Au 30u" Min;Solder Area
         Sn 100u"Min; Ni 50u" Min  
Color: Blank-Black
Packing: C-Reel，With Cap
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